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This is only a familiarization
guide. It is mandatory to read
the operator manual, do a
worksite risk assessment to
verify the suitability of the
machine for the work to be
performed in relation to the
site and to carry out the
inspection of the machine
before use.

FAMILIARIZATION
GUIDE

Compact 8 - Compact 2032 E
Compact 8W - Compact 2047 E
Compact 10 - Compact 2747 E

Compact 10N - Compact 2632 E 
Compact 10N-1

Compact 12 - Compact 3347 E
Compact 14 - Compact 3947 E

Platform elevation/lowering: press the 
control upwards to lift the platform or 
downwards to lower the platform.

Ground control box: turn the key to the
ground control position.

If you do not need it, switch off the machine 
while you are working.

MACHINE USE FROM THE
GROUND CONTROL BOX

Check that the E-Stop buttons from the
ground and platform control boxes are not
pressed, otherwise pull them out.

Push the Emergency Stop button to
immediately stop all movements of
the machine.

EMERGENCY STOP

POWER OFF: from the ground
control box, turn the key to the
central position.

Use the ground controls                       to lower the
platform to the ground.

If the ground controls are not functional, 
pull the T-handle to lower the platform.

Pulling on to the T-Handle, immediately activates 
the emergency lowering of the platform 
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RESCUE AN OPERATOR

It displays:

Battery charge status:
Battery charged: 
     The green diodes are on. 
The battery discharges:
     The diodes go out one after the other. 
Battery discharged: 
      The red indicator lights up. Elevation is cut 
and driving is still possible.

Hour meter: totals the machine operating 
hours. 

Alarm status: 
The red LED flashes, an alarm code is displayed. 
The machine has a fault (refer to the error code 
indicated).

INFORMATION - INDICATORS
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Check that the E-Stop buttons from the
ground and platform control boxes are not
pressed, otherwise pull them out.

MACHINE USE FROM THE
PLATFORM CONTROL BOX

EMERGENCY STOP

Power OFF: from the ground
control box, turn the key to the
O position.

Push the Emergency Stop button to
immediately stop all movements of
the machine

EXTENSION DECK 
(IF MACHINE EQUIPPED)

Make sure that the extension deck is in locked
position.

Press the pedal (1) to release the extension deck
lock pin.

With pedal (1) pressed, push the extension deck 
guard rails to the extended position.

To retract the extension deck, press pedal and 
pull the extension deck rails inwards to the 
locked position. Release the pedal.

Horn

Machine fault indicator / 
Tilt indicator

Platform overload indicator

Elevation / Lowering selection indicator

Low-speed selection indicator

High-speed selection indicator

Ground control box: turn the key to the
platform control position.

Driving, Lifting: push the selector to the right
to activate drive (high speed) or to the 
left to operate mast extension/retraction. 
Press the joystick trigger (2) and move the 
joystick in the desired direction.

INFORMATION - INDICATORS

Steering: press the steering
button (steering rocker) (1) in the
desired direction.
All movements: press the
joystick trigger (2) and move the
joystick in the desired direction.
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