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Pumps used for pumping of 
chemicals, cosmetics, 

pharmaceuticals or for the 
food industry. They can be 

used for pumping of dense 
and thin fluids of various 

viscosities, both neutral and 
aggressive.

Pumped fluids can contain 
solid elements with maximum 
dimensions of 3 mm, however 

they should not be abrasive. 

Vertical screw 
pumps for dense 
fluids

ADDITIONAL 
ACCESSORIES

•  Motor protection with switch  
in casing model C11

•  Power supply cable (10 rm)  
with plug

•  Stub connections to outgoing hose 
(available in various diameters)
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Output (measured for water)
Maximum pressure on output
Maximum fluid temperature
Fluid viscosity
Motor / power (options)

Diameter of barrel hole
Maximum barrel height (options)

Pump weight excl. accessories
Rubber used in pump stator
(options)

0,25 l / s (15 l / min)
0,16 MPa
95 °C
up to 2 300 cS
a) 230 V, 50 Hz, 0,55 kW, 1400 rpm
b) 3 x 230 V i 3 x 400 V, 50Hz, 0,55 kW, 1400 rpm
> ø50 mm
A) 850 mm
B) 1050 mm
C) 1250 mm
~ 13 - 20 kg
Ethylene propylene diene monomer rubber (EPDM)
Fluorcarbon rubber (FKM)
Nitril-butadien rubber (NBR)
Silicone rubber (VMQ)
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* Chart is intended for informational purposes only. Actual 
values may differ, depending on rubber used in pump stator. 

Vertical screw pumps 
for dense fluids
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